
 

 

Mystro Series 
Specifications and Facilities 
 
 
 
Mystro Integrated Amplifier 
 
Facilities 
Inputs   Three line level, One MM phono 
Outputs   One pair of stereo multi-way binding posts 
Remote control  Volume up/down 
    
Specifications   
Line Input sensitivity 155mV for maximum out 
MM Phonosensitivity 2mV 
Power output  50 Watts into 8 Ohms both channels working 
   75 Watts into 4 Ohms both channels working 
Frequency response +/-0.5dB 20Hz-20kHz 
Bandwidth  10Hz-170kHz +/- 3dB points 
Signal to noise (line) >90dB 
Gross weight  (packed) 8kgs 
Dimensions  92 x 430 x 310mm (hwd) 
 
 
Mystro Compact Disc Player 
 
Facilities 
Outputs   One stereo analogue,  
Front panel controls  Standby, load, play, next, previous, stop 
Remote control  Direct track access, repeat, store, random, 
   play, pause, stop, load, previous, next, search, 

a-b, time 
Display   Track, repeat, store, random, play, pause, 
   search track time, A-B and CD length 
CD Compartment  Accepts both 12cm and 8cm CD and CDR 
   ‘Red Book’ audio discs 
 
Specifications 
Output   1.95Volts 
Frequency response 20Hz - 20kHz +/-1.5dB points 
Signal to noise  >90dB 
Gross weight (packed) 8kgs 
Dimensions  92 x 430 x 310mm (hwd) 
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